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PaloAlto NGFW至中神通UTMWALL的功能迁移手册
· 更多产品迁移说明：http://www.trustcomputing.com.cn/utmwall-rom/migration
Palo Alto Networks offers a full line of next-generation security appliances that range from the PA-200, designed for enterprise remote offices, to the PA-7050, which is a modular chassis designed for high-speed datacenters. Our platform architecture is based on our single-pass software engine and uses function-specific processing for networking, security, threat prevention, and management to deliver predictable performance. The same firewall functionality that is delivered in the hardware appliances is also available in the VM-Series virtual firewall, allowing you to secure your virtualized and cloud-based computing environments using the same policies applied to your perimeter or remote office firewalls.
武汉中神通信息技术有限公司历经15年的开发和用户使用形成了中神通UTMWALL®系列产品，有硬件整机、OS软件、虚拟化云网关等三种产品形式，OS由50多个不断增长的功能APP、32种内置日志和5种特征库组成，每个APP都有配套的在线帮助、任务向导、视频演示和状态统计，可以担当安全网关、防火墙、UTM、NGFW等角色，胜任局域网接入、服务器接入、远程VPN接入、流控审计、行为管理、安全防护等重任，具备稳定、易用、全面、节能、自主性高、扩展性好、性价比优的特点，是云计算时代的网络安全产品。
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